**NOTES:**

1. Material: 0.135" hot-dip galvanized sheet steel after fabrication.
2. Left is symmetrical with right side.
3. Spaced 1'-0" or less the dimension between centers of successive fixtures.
4. Physical configuration and mounting details may vary from what is shown.

**SAFETY RAILING (SHOWN IN RAISED POSITION)**

- TO LIGHTING FIXTURE, SEE CONDUIT ENTRANCE DETAIL
- STEEL CLAMPING NUT - GROOVED AND SERRATED
- FITTING WITH Galv CLAMPS
- STEEL CLAMPING NUT - GROOVED AND SERRATED
- FITTING WITH Galv CLAMPS

**LIGHTING FIXTURE MOUNTING DETAIL (TYPICAL)**

- HANDLE IN FIXTURE TAPPED FOR 
  \( \frac{3}{4} " \) FITTING
- \( \frac{3}{4} " \) NUT (4 PER FIXTURE)

**CONDUIT ENTRANCE DETAIL**

- TYPE 1, 2" Min
- \( \frac{3}{4} " \) "U" TYPE 4 CONDUIT
- FITTING WITH GASKETED COVER PLATE
- CONDUIT CLAMPED TO SIGN STRUCTURE "U" BEAMS WITH \( \frac{3}{4} " \) "U" BOLTS

**SIGN ILLUMINATION FIXTURE MOUNTING PLATE (TYPICAL)**

- MAT. 0.135" hot-dip galvanized sheet steel after fabrication.
- LEFT SIDE IS SYMMETRICAL WITH RIGHT SIDE.