1. When clear roadside recovery areas are provided, signs shall be placed as far from the edge of traveled way as possible, up to a maximum of 5' Min. Signs may be placed in protected locations.

2. Signs in medians shall be placed at midpoint of the edge of traveled way. When appropriate, signs for opposing directions shall be placed back to back.

3. Does not apply at locations where minimum horizontal distance is not reasonable due to terrain characteristics, steep slopes, roadway features, or when signs are installed on structures or signs of other traffic or lighting standards.

* 1' Min WHERE LATERAL CLEARANCE LIMITED

EPS = Edge of Paved Shoulder

NOTES:

12' Min TO 30' Max

(SEE NOTES 1 AND 2)

5' Min AT 30' FROM ETW

(SEE NOTE 3)

SECONDARY PANEL

NOTE: 1. When clear roadside recovery areas are provided, signs shall be placed as far from the edge of traveled way as possible, up to a maximum of 5' Min. Signs may be placed in protected locations.

2. Signs in medians shall be placed at midpoint of the edge of traveled way. When appropriate, signs for opposing directions shall be placed back to back.

3. Does not apply at locations where minimum horizontal distance is not reasonable due to terrain characteristics, steep slopes, roadway features, or when signs are installed on structures or signs of other traffic or lighting standards.

EPS = Edge of Paved Shoulder