NOTE:
1. Post spacing and/or end block length to be adjusted to fit bridge length or wingwall length.

2. A maximum of six - 4" and a minimum of two - 4" round openings for future utilities. Openings are to be sealed at ends and extended 8" minimum past end of sidewalk. If not used, duct forms are to be tied down. Round openings are to be a minimum of 1'-6" from face of sidewalk curb and a minimum of 8" from face of rail.

EXPANSION JOINT

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION
BRIDGE RAIL
CALIFORNIA ST-40
(SHEET 2 OF 2)

2. A maximum of six - 4" and a minimum of
1. Post spacing and/or end block length to be
adjusted to fit bridge length or wingwall length.

2. A maximum of six - 4" and a minimum of
two - 4" round openings for future utilities.
Openings are to be sealed at ends and
extended 8" minimum past end of sidewalk.
If not used, duct forms are to be tied down.
Round openings are to be a minimum of 1'-6"
from face of sidewalk curb and a minimum
of 8" from face of rail.

NOTES:
1. Post spacing and/or end block length to be
adjusted to fit bridge length or wingwall length.

2. A maximum of six - 4" and a minimum of
two - 4" round openings for future utilities.
Openings are to be sealed at ends and
extended 8" minimum past end of sidewalk.
If not used, duct forms are to be tied down.
Round openings are to be a minimum of 1'-6"
from face of sidewalk curb and a minimum
of 8" from face of rail.

EXPANSION JOINT

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION
BRIDGE RAIL
CALIFORNIA ST-40
(SHEET 2 OF 2)

2. A maximum of six - 4" and a minimum of
1. Post spacing and/or end block length to be
adjusted to fit bridge length or wingwall length.

2. A maximum of six - 4" and a minimum of
two - 4" round openings for future utilities.
Openings are to be sealed at ends and
extended 8" minimum past end of sidewalk.
If not used, duct forms are to be tied down.
Round openings are to be a minimum of 1'-6"
from face of sidewalk curb and a minimum
of 8" from face of rail.

NOTES:
1. Post spacing and/or end block length to be
adjusted to fit bridge length or wingwall length.

2. A maximum of six - 4" and a minimum of
two - 4" round openings for future utilities.
Openings are to be sealed at ends and
extended 8" minimum past end of sidewalk.
If not used, duct forms are to be tied down.
Round openings are to be a minimum of 1'-6"
from face of sidewalk curb and a minimum
of 8" from face of rail.