NOTES:

1. Details for skewed joints also apply to perpendicular joints.
2. Use 1'-6" 3/4" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".
3. Use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".
4. Dowel bars may be used if D < 3/4".

1. Dowel bars may be used if D < 3/4".
2. Dowel bars may be used if D < 3/4".
3. Dowel bars may be used if D < 3/4".
4. Dowel bars may be used if D < 3/4".

For skewed joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

For perpendicular joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Details for skewed joints also apply to perpendicular joints.

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Footnotes:

1. Footnote 1
2. Footnote 2
3. Footnote 3
4. Footnote 4

For skewed joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

For perpendicular joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Details for skewed joints also apply to perpendicular joints.

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

For skewed joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

For perpendicular joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Details for skewed joints also apply to perpendicular joints.

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Footnotes:

1. Footnote 1
2. Footnote 2
3. Footnote 3
4. Footnote 4

For skewed joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

For perpendicular joints, use 1'-6" long dowel bars with a 1/4" diameter except 1" diameter dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Details for skewed joints also apply to perpendicular joints.

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".

Dowel bars may be used if D < 3/4".