NOTE:
1. Tapered notch wedge shall extend 1'-0" into adjacent lane or shoulder to receive follow-up paving.

SECTION A-A
LONGITUDINAL TAPERED NOTCHED WEDGE JOINT

PLANS
DISTRICT
REGISTERED CIVIL ENGINEER

NO SCALE
THE STATE OF CALIFORNIA OR ITS OFFICERS OR AGENTS SHALL NOT BE RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS OF SCANNED COPIES OF THIS PLAN SHEET.

2015 STANDARD PLAN P70

DEPARTMENT OF TRANSPORTATION
STATE OF CALIFORNIA
COUNTY
ROUTE
POST MILES
TOTAL PROJECT
SHEET
TOTAL SHEETS
APPROVAL
DATE
K. Farnbach
William C49042
CIVIL
9-30-16

HOT MIX ASPHALT PAVING (LONGITUDINAL TAPERED NOTCHED WEDGE JOINT)

1'-0" Width tapered notched wedge

1'-0" into adjacent lane or shoulder

to receive follow-up paving.

2015 STANDARD PLAN P70

DEPARTMENT OF TRANSPORTATION
STATE OF CALIFORNIA
COUNTY
ROUTE
POST MILES
TOTAL PROJECT
SHEET
TOTAL SHEETS
APPROVAL
DATE
K. Farnbach
William C49042
CIVIL
9-30-16

HOT MIX ASPHALT PAVING (LONGITUDINAL TAPERED NOTCHED WEDGE JOINT)

1'-0" Width tapered notched wedge

1'-0" into adjacent lane or shoulder

to receive follow-up paving.