FIBER OR RUBBER MAT VEGETATION CONTROL
GUARDRAIL SYSTEM
AT FIXED OBJECT

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

REVIEWED STANDARD PLAN RSP A77N16

REVISED DATED APRIL 20, 2018 SUPPLEMENTS THE STANDARD PLANS BOOK DATED 2015.

NOTES:
1. For additional vegetation control details, see Revised Standard Plan RSP A77N12.
2. Where paved shoulder is constructed within 24" of the post center, construct vegetation control to the edge of paved shoulder.
3. Vegetation control must slope in direction of water flow.
4. This plan for vegetation control installation only.
5. Caulk longitudinal and transverse edges of vegetation control mat where it abuts to paved surface or man-made fixed objects, except guardrail posts.

MAN-MADE FIXED OBJECT
EDGE OF VEGETATION CONTROL

EDGE OF VEGETATION CONTROL

EDGE OF VEGETATION CONTROL

SEE NOTE 5

SEE NOTE 2 AND 5

TRANSVERSE OVERLAP, SEE
OVERLAP JOINT DETAIL ON
REVISED STANDARD PLAN
RSP A77N12

LONGITUDINAL OVERLAP, SEE
OVERLAP JOINT DETAIL ON
REVISED STANDARD PLAN
RSP A77N12

1:1 Typ
SHOULDER ETW

NOTE:

1. For additional vegetation control details, see Revised Standard Plan RSP A77N12.
2. Where paved shoulder is constructed within 24" of the post center, construct vegetation control to the edge of paved shoulder.
3. Vegetation control must slope in direction of water flow.
4. This plan for vegetation control installation only.
5. Caulk longitudinal and transverse edges of vegetation control mat where it abuts to paved surface or man-made fixed objects, except guardrail posts.

EDGE OF VEGETATION CONTROL

EDGE OF SHOULDER AND
EDGE OF VEGETATION CONTROL

SEE NOTE 5

SHOULDER ETW

TRANSVERSE OVERLAP, SEE
OVERLAP JOINT DETAIL ON
REVISED STANDARD PLAN
RSP A77N12

LONGITUDINAL OVERLAP, SEE
OVERLAP JOINT DETAIL ON
REVISED STANDARD PLAN
RSP A77N12

1:1 Typ
SHOULDER ETW

NOTE:

1. For additional vegetation control details, see Revised Standard Plan RSP A77N12.
2. Where paved shoulder is constructed within 24" of the post center, construct vegetation control to the edge of paved shoulder.
3. Vegetation control must slope in direction of water flow.
4. This plan for vegetation control installation only.
5. Caulk longitudinal and transverse edges of vegetation control mat where it abuts to paved surface or man-made fixed objects, except guardrail posts.