NOTES:
1. For longitudinal bar size, spacing and clearances, see Table 1 on Revised Standard Plan RSP P4.
2. For tie bars in longitudinal construction joint, see Revised Standard Plan RSP P16.
3. Place additional longitudinal bars parallel to and in the same plane as the longitudinal bars.
4. Place additional longitudinal bars symmetrically about longitudinal construction joint.

ABBREVIATION
D = Thickness of CRCP

SECTION X-X
TRANSVERSE CONSTRUCTION JOINT

TRANSVERSE BARS #6 @ 48

ADDITIONAL LONGITUDINAL BARS, SEE NOTES 1, 3 AND 4

TRANSVERSE CONSTRUCTION JOINT

ADDITIONAL LONGITUDINAL BARS, SEE NOTES 1, 3 AND 4

LONGITUDINAL BARS, SEE NOTE 1

LONGITUDINAL CONSTRUCTION JOINT, SEE REVISED STANDARD PLAN RSP P16

TIE BARS, SEE NOTES 1 AND 2

LONGITUDINAL CONSTRUCTION JOINT, SEE NOTE 2 AND REVISED STANDARD PLAN RSP P16

DETAIL A
Additional longitudinal bars at transverse construction joint

4'-2" 24" 24"

ADDITIONAL LONGITUDINAL BARS, SEE NOTES 1, 3 AND 4

LONGITUDINAL BARS, SEE NOTE 1